




The total hydroelectric power potential of Hawaii

is not large in comparison with its future power demand.

By 1990, the generating dema~d in the State of Hawaii is

expected to reach roughly 2.5 million kw. By comparison,

the total hydroelectric potential, including existing

plants, is estimated to be 75,099 kw, or 3.0 percent of

the 1990 State demand. Hydropower could play a significant

role on the islands of Kauai and Molokai, where possibly

up to 26 percent and 22 percent, respectively, of the

islands' 1990 power demands could be provided.

Preliminary cost estimates for a hydropower develop­

ment program for the Hawaii Region are presented in the

accompanying table. Here, a hydroplant of 4,000 kw

installed capacity is assumed to be designed and con­

structed per year, with a lag time of approximately two

years for the necessary in-depth survey and exploration

of potential sites; for the preparation of plans and

specifications, and for construction of the hydroplant.

Operations are projected to commence in 1977.
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Table •• ESTIMATED COST OF HYDROPOWER DEVELOPMENT PROGRAM

TOTAL 'LOTAL TOTAL
ACTIVITY YEARS: 1975 1976 1977 1-978 1979 1980-84 1985-89 1990-20C»

I. RESEARCH, EXPL~)RATION AND DEVELOPMENT

A. Research TECHNOLOGY AVAILABLE-

B. Exp lora tiOl\ $ 32,250 $ 34,185 $ 36,249 216,527 $ 51,407

c. D~velopmene
WORKABILITY PROVEN

'I
n. ~~GI~EERING DE3IGN or COMMERCIAL

PLA~'TS
~

322,500 341,850 362,490 2,165,265 514,065

III. ~\~ ACQUISITION STATE LAND

IV. CO~STRCCTION 0:- COMMERCIAL PLANT 3,000,000 3,180,000 3,372,qQO 20,142,O~0 4,782,000

~ v. TRANSMISSION AND STORAGE EQUIPMEt-.'T 225,000 238,500 252,900\ 1,510,650 358,650
~

., ,.
\.0 •:r.

VI. COMMERCIAL OPERATIONS .
A. Water Rights 9,600 e 19,200 28,800 , 288,000 432,000 $ . 950.400
B. Opera~1ng Costs OP&M 40,015 84,832 134,919 1,670,664 3,246,500 11,500,843

ADM 10,004 21,208 33,730 417,666 811,625 2,875,211

C. Operating Revenues 1,097,453 2,194,906 3,292,358 32,923,584 49,385,376 98,710,752

VII. PHYSICAL OUTPUT
24,434 28,434 32.434 52,434 56,434 56,434*INSTALLED GENERATING CAPACITY (KW)

A. Energy Produced (~MM BTU/BBL EQUIV.) 84,740 98,613.- 112,486 181,850 195,722 195,722
(1984) (1989)..

B. By-Product VAlue

c. Efficiency 85% 85% 85% 85% 85% 85%

D. Share ot· Stnte Ener~ Iequ1rementa 0.22 0.30

(% including existing) (1985) 0.20
(1990)

'\a

*ex1sting ·p1us potential capacities
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INCREASING WATER SUPPLY BY DESALTING

One well recognized alternative to transporting

water from water-rich areas to water-short areas is the

desalting of brackish water sources or seawater. The

potential role of such desalting to solve water supply

problems in the Hawaii Region was explored in a recent

(June 1974) study commissioned by the Hawaii Department

of Land and Natural Resources under a grant from the

Office of Saline Water, u.S. Department of the Interior.

The study was performed by the consultant firm of Holmes &

Marver, Inc.

The study provides the first realistic, in-depth

look at desalting costs in Hawaii. With prior knowledge

that desalting seawater is more costly than desalting

less saline water, the study focused on those methods

most suited to the desalting of brackish waters. The

comprehensive cost data developed will be of value in

the continuing process of planning the most economically

feasible water supplies for water-short areas in the

Hawaii Region.

The executive summary of the study report {Water

Desalting in Hawaii, State Div. of Water and Land Develop-
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ment Report R50) is presented herewith to provide a

capsule look at the water desalting alternative in

Hawaii.
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EXECUTIVE SUMMARY

WATER DESALTING IN HAWAII

When considering Hawaii and its sources of water
supply, a picture is in1mediately formed of its
unique geographical features; the isolation of these
tiny islands more than 2,000 miles from the
nearest point of the American mainland or the
nearest major island group to the south totally
surrounded by the largest single feature of the
globe, a body of water called the Pac·inc Ocean.
One can't help but be intrigued by the possible use
of this overwhelming resource as a source of water.
And, of course, were it not for the high average
annual rainfall over the State of 75 inches and the
relatively good groundwater retention capacity of
the islands, indeed it would be necessary to look
to the sea as a source of water supply. Presently,
the principal source of fresh water (apprOXimately

'- 90 percent) in Hawaii is the lens-shaped basal
groundwater body (the porous, underground
water-bearing basalts) called the Ghyben-Herzberg
lens, which floats on denser salt water under the
islands. The ultimate source of water which feeds
this basal lens is of course evaporation from the
ocean and the subsequent abundant rainfall (some­
times more than 300 inches per year) occurring
mostly at higher elevations on the windward side
of the volcanic mountains. The high purity rain­
water rushes down the steep slopes of the
mountains to the sea or percolates into the porous
geologic formations. There it is either trapped by
steeply dipping dikes which cut through the lava
flows or continues down to the basal lens and
everltually migrates to the sea.

In spite of the abundant supply of very high
quality fresh water on most of the islands, there is
need for long-range planning to assure continued
water availability. Therefore, in addition to the

: current use of surface and ground water, future
planning must consider other sources such as
recycled waste water and the desalting of saline
water. Fortunately, should fresh\vater supplies
dwindle, which is not likely to happen, there turns
out to be large quantities of low concentration
saline water (brackish) on the fringe of the basal
lens as a. result of the mixing of ocean and
groundwater. Brackish \vater provides a much
more attractive feed to desalting plants than the
high salt content ocean \\'ater. This study focuses

0ll the determination of realistic water desalting
costs in Hawaii to assist in the overall planning of
water supplies for municipal, industrial, and
agricultural purposes throughout the State.

A fundamental consideration in the study was that
water desalting, to be viable, must be competitive
with other means of obtaining fresh water with
respect to costs and feasibility. The study
approach was to:

• Survey the State of Hawaii to identify and
rank locations having significant problems in
developing water supplies to meet increasing
demands.

• Identify desalting methods most sui table for
areas selected.

• Perform cost analysis on the more promising
desalting methods, based on field conditions
for the areas with the most severe problems.

• Present conclusions regarding water desalting
in Hawaii.

The three primary considerations in surveying the
State for priority locations to study were water
resources, growth potential, and timing. Water
resources considered include rainfall, surface
water, groundwater, and existing and planned
water systems. Growth factors studied include
climate, topography, proximity to population cen­
ters, and existing or planned infrastructure. Fin­
ally, timing was considered an important ranking
factor in instances where water shortage precluded
an otherwise immediate growth potential for an
area. The nlap below shows the location deter­
mined to have the highest (1) and second
highest (2) priority for cost studies of desal ting in
HaWdii.

As seen from the map, there are two top priority
regions, or sectors, in the State. One is in the
central part of Maui Island and another in the
western part of the Island of Hawaii. These two
locations were selected for in-depth studies and are
called the Kihei-Makena sector and the Kiholo
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PRIORITY SECTORS FOR DESALTING

sector, respectively. Characteristic of these two
sectors is the availability of large quantities of
brackish water, i.e., water in which the total
dissolved solids (TDS) is less than 3,000 parts per
million (ppm).

Desalting methods considered were variations of
the three basic' approaches; phase change, mem­
brane separation, and chemical reaction. The
membrane methods, electrodialysis and reverse
osmosis, become more economical as the feed
water salinity decreases. This is due, in part, to the
fact that membrane processes use energy propor­
tional to the amount of salts to be removed, while
the energy requirement for phase change methods
is high and independent of salt content. Thus, the
availability of brackish water in flawaii enabled
elitnination of seawater (35,000 ppln TDS) for
consideration in the foreseeable future as feed
water for any desalting plants in Hawaii. In
locations such as the Kihei-f\.1akena and Kiholo
sectors, electrodialysis and reverse osmosis become
candidate processes for study. In fact, electro­
dialysis proves to be the most promising process in
tenns of cost based on a wide range of desired
plant capacity (0.5 to 3.0 Inillion gallons per day)
and available feed wa ter (800 to 1,600 ppln TDS).
In electrodialysis an electric field is inlposcd in a
5.11t solution in which the s"alts are decoupled or
ionized into positively charged and negatively

charged elements or groups of elements called
ions. Under the influence of the electric field, ions
migrate through selected membranes and out of
the solution.

Cost calculations were made for desalting by the
electrodialysis, ion exchange, and reverse osmosis
processes. Total costs are expressed in cents per
thousand gallons of wa ter produced and delivered
to the point of distribution but do not include
distribution costs. The cost studies assumed 1974
dollars and covered a wide range of operating
conditions.

Feed wa ter compositions an ticipated at the Kihei­
Makena site range from 800 to 1,200 ppm TDS,
while at Kiholo, 1,100 to 1,600 ppm TDS. Two
qualities of product water were assumed; one
being the U.S. Public I-Ical th Service recommenda­
tion of 500 ppm TDS and the other being the
water typically available from existing Hawaiian
water supplies, i.e., less than 100 ppm rDS.
Considering the feed water available and assuming
that a first desal ting plan t would have a capaci ty
of about one Inillion gallons per day, the electro­
dialysis process showed the least cost. Therefore,
while all the desalting processes were considered in
the study, only the results for the electrodialysis
plant process are summarized here. The influence

154



of plant size, plant factor,· and product water
quality on desalting cost is illustrated in the figures
below. The cost characteristic curves illustrate the

economically competitive alternative to
transporting existing sources unless transport
distances are very great or expensive water
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Cost characteristic curves showing estinuzted water desalting costs per 1,000 gallons versus
plant capacity for the electrodialysis method in Kihei-Makena and Kiholo areas, Hawaii.

economy of plant size and provide basic data
useful for planning staged water desalting
programs.

It is observed that a one nlillion gallon per day
electrodialysis plant producing 500 ppm TDS
water from 1100 ppnl TOS groundwater in the
Kihei-Makena sector delivers \\I'ater at a cost of 78¢
per thousand gallons at 90 percent plant factor
and 117 cents per thousand gallons when operat­
ing at 50 percent plant factor. As a comparison,
present water rates in the Kihei-Makena sector are
of the order of 40 cents per thousand gallons.

While the assumptions have had to be many and
the data has been limited, there are some defmite
conclusions resulting from the study. They are:

1. Seawater desalting as a supplemental source
of water is less attractive economically than
desalting less salty (brackish) \\later which is
abundantly available iIJ many areas of
Hawaii.

2. It is unlikely that desalting brackish water
even ~t top priority locations will provide an

·Percent of time plant actually operates at design
capacity.

treatment and costly impounding facilities
must be provided for the source.

3. The Kiholo sector is a priority location for
future studies of brackish water desalting as a
part of the development of a plan for pro­
Viding an adequate water source for this area.

4. In situations where no freshwater resources
are available and small demands with lit tie
growth potential exist, desalting brackish
groundwater may offer an attractive source.
An isolated resort or village would be an
example of this situation.

This report is limi ted generally to the economics
of desalting for selected areas. The Cooperative
Agreement between the Office of Saline Water and
the State of Hawaii under which this report was
prepared provided that the parties to the Agree­
ment would subsequently review the need for
follow-on work to more fully assess the short and
long term potentials of desalting in Hawaii. Due to
lack of funds in the Office of Saline Water there
has been no discussion between the parties relative
to further work. However, the Water Resources
Regional Study can utilize the information on this
report and determine what need there is for
further studies.
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WATER QUALITY*

Quality determines the usefulness of water and is therefore vitally

important. Enough water may be available to permit the economic growth

of an area, but unless the quality of that water is reasonably satisfactory

for the intended use I the anticipated benefits will go unrealized and public

health may be endangered. But it is difficult here to characterize quality

generally I because water acceptable for one purpose may be unsatisfactory

for another. Domestic use demands water which is free from bacteriological

and toxic contaminants and taste- and odor-producing materials. Industrial

quality analysis is concerned with several chemical consituents which may

cause processing difficulties. Water for irrigation should be free of damaging

quantities of chemicals or salts harmful to plants.

SURFACE WATER QUALITY

In 1970 I the U .8. Geological Survey I in cooperation vvith the Division

of Water and Land Development, State Department of Land and Natural

Resources, began collecting surface-water samples for mineral analyses.

Data are being collected during high- and low-flow periods to help define

the baseline chemical quality of surface-water streams.

*Certain sections of this chapter have been excerpted from the draft paper
of the Surface and Ground vVater Study Element, HWRRS.
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The Hawaii State Department of Health has broad responsibility over

the health and sanitary conditions of Hawaii IS waters and has monitored

over many years the usability of the waters from the bacteriological, as well

as the chemical, standpoint. Coliform data are available for many potable

and coastal water bodies, but are limited for fresh-water streams. Some

other data are available from special-purpose investigations and research

projects.

Chemical Quality

The chemical quality of streams is excellent. It generally follows a

pattern of dilution brought about by rainfall. No significant levels of pesti­

cide or toxic chemicals have been detected.

The dissolved-solids content of stream waters seldom exceeds 200 mg/l

(milligrams per litre). Concentrations range from less than 50 mg/l at head­

waters to greater than 200 mg/1 near the stream mouth. The increase is due

primarily to ground-water discharge, and usually occurs at lower reaches.

Irrigation-return flows and urban activities also add to the dissolved-solids

content.

Hardness of water can be attributed to the presence of dissolved

calcium and magnesium. Water is commonly classified as hard or soft. It

is considered soft when the hardness value is less than 60 mg/l expressed

as calcium carbonate. Most surface water in Hawaii is soft, except for

streams fed principally by basal ground water or irrigation-return flows.
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Physical Quality

The phy sical quality of stream water is characterized by its "flashy"

conditions. H.Jgh turbidIty and suspended-sediment cOllcentrations occur

during periods of heavy precipitation. Storm durations are short, and most

streams revert to baseflow and clear conditions within a few hours. During

baseflow, stream turbidity seldom exceeds 5 JTU (Jackson Turbidity Units);

/ but, during storm runoffs, readings greater than 100 JTU are common.

Surface \vaters in different areas contain different amounts of color.

The color bodies are predominantly organic in origin. They often taste

peaty, and the vvater is esthetically unsuitable for domestic use. Streams

in the south Kchala area on the island of Hawaii have reported values of

22 to 320 color unit~~ .

Stream temperatures do not vary significantly. They generally

fluctuate with ambient conditions. Recorded temperatures have ranged from

14 to 30 degrees centigrade.

Biological Quality

Bacteriolog~caldata for surface streams are sparse. There has been

no systematic monitoring of bacterial densities, and meaningful interpreta­

tion cannot be made. But, research data and grab-sample analyses from

Oahu streams .~n their lower reaches generally indicate poor bacterial quality.

Total coliform counts often exceed I, 000 colonies per millilitre of water. The

counts are generally higher during wet-weather conditions. Both total- and
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fecal-coliform densities on many Oahu streams exceed Hawaii's Water-Quality

Standard. Treatment is necessary to lower the bacterial densities for domestic

uses.

Streamwaters in the restricted watersheds of the islands are of better

quality; but they I too, at times contain bacterial densities higher than that

considered acceptable for domestic use and must be treated for such use.

GROUND-WATER QUALITY

In general, good quality water is available in Hawaii's major basal-,

dike-, and perched-water bodies. All waters developed for public and

domestic purposes are chemically suitable for use without treatment. The

concentrations of all constituents are within the limits of drinking water

standards recommended by the U .S. Public Health Service. No significant

levels of organic contaminants I pesticides I or toxic chemicals have been

detected.

Waters containing more than 500 mg /1 of dissolved solids are plenti­

ful. They are not currently considered suitable for domestic use, but may

be important for futllre needs. These fresh-to-brackish water bodies are

located in permeable sedirnent deposits of coastal plains and valley-fill areas.

They are presently used as sources by agriculture and industry, and are

highly susceptible to contamination.

160



Geoloqy and hydrology are the two main controls on the chemical

quality of ground water. In an island environment I sea water can freely

penetrate basal aquifers, unless they are capped by low-permeability

material, or unless fresh-water head is sufficient to "block-out ll the sea­

water intrusion.

Man's activities oftentimes change the geohydrologic environment,

and alter the chemical character of ground watr. Overpumpage can cause

upconing of saline water. Irrigation practices can leach fertilizers and

other soluble chemicals into the aquifers. Indiscriminate practices of

subsurface disposal could also change the quality of Hawaii's ground water.

Chemical quality varies considerably among sources of ground water.

Generally I dissolved-solids concentrations are higher in basal waters than in

perched or dike-impounded waters. Silicate concentrations are lowest in

perched waters. Hardness of water ranges from less than 60 mg/l to more

than 1, 000 mg / 1 .

Nitrate and sulfate concentrations are good indications that irrigation

water may be reaching basal aquifers. Ground-water bodies underlying

irrigated lands accumulate significant nitrates and sulfates. The reported

concentrations I however, are not yet at the level of public-health hazard.

The physical quality of ground water is excellent. The water is

usually free of color and contains little or no turbidity. The pH values
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range between 6.8 and 8.4 units. There is no offensive taste or odor

reported in potable ground-water sources.

Incidences of bacterial contamination i11 ground waters are low.

Excessive coliform counts are generally traced to local contamination, bad

sampling techniques, or faulty distribution systems.

QUALITY REQUIREMENTS FOR MUNICIPAL USE

In establishing water quality criteria for domestic use, the quality

of water at the source of supply and its quality at the house tap must be

considered. The quality of water as delivered to the customer is of interest

in tl1is paper only insofar as the quality of the source affects the potability

of the water at the source of consumption.

The surface waters of Hawaii are chemically suitable for most use.

All the streams for which data are available are suitable for domestic and

municipal use. Treatment may be required to remove bacterial and organic

contaminants. In some areas, removal of color and turbidity may also be

required to meet recommended standards.

u.S. Public Health Service Standards

The Hawaii State Department of Health, as well as the various county

water boards I have adopted for use in the State the recommended standards

of the U.S. Public Health Service. The Public Health Service standards were

formulated initially to apply only to waters used on interstate carriers. They
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have been adopted by many states, however, since they represent the con-

sidered judgment of a large number of public health officials.

The provisions of the drinking water standards which are of interest

in considering quality of source waters are as follows:

Bacteriological characteristics: The USPHS standards set forth the

number of samples to be analyzed. In effect, these requrements limit the

average monthly coliform concentration to 1 per 100 milliliters. While

chlorination of water for bacterial control now is accepted popularly, and

pursued by the public water agencies in the Hawaii region, there remain

isolated public and non-public water systems which have not yet realized

the benefits of disinfected supplies. Interestingly I many ground-water

supplies are not presently chlorinated, owing to their excellent natural quality.

Physical characteristics: Drinking water should contain no impurity

which would cause offense to the sense of sight, taste or smell. Turbidity

should not exceed 5 units; color should not exceed 15 units (a color of less

than 10 generally passes unnoticed); nor should the threshold odor number

exceed 3. The surface waters in the Hawaii region have a characteristic

color, taste, and odor attributable to concentrations of organic compounds

from the forest watersheds.

Chemical characteristics: The limits for chemical elements or com-

. _ ~:;1 . '. i· .. ·.·~- .";'.,~.'}-";~~~~ ··.·.,.,.c~:....... ~./.:;,... ,.... , ,'.. .' '.:' ''''''·'''''···~·fl>

pounds in water are divided into those which constitute ground for rejection

of the supply and those which preferably should not occur in excess of the

specified concentrations.
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The presence of the following substances in excess of the concentra-

tions listed constitutes ground for rejection of the supply:

Substance

Arsenic (As)
Barium (Ba)
Cadmium (Cd)
Chromium (Cr+6)
Cyanide (eN)

Fluoride (F)
Lead (Pb)
Selenium (Se)
Silver (Ag)

*Depending on temp.

Concentration in ppm

0.05
1.0
0.01
0.05
0.2
1.4 to 2.4*
0.5
0.01
0.05

The recommended limits for less critical substances are as follows:

Substance Concentration in ppm

Alkylbenzene sulfonate (ABS)
Arsenic (As)
Chloride (Cl)
Copper (Gu)

Carbon Chloroform Extract (CeE)
Cyanide (eN)
Fluoride (F)
Iron (Fe)
Manganese
Nitrate (N03)
Phenols
Sulfate {S04}

*Depending on temp.
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0.5
0.01

250
1.0
0.2
0.01
0.8 to 1.7*
0.3
0.05

45.0
0.001
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At present the State is currently drafting drinking

water regulations to supplant the above standards of

U.S. Public Health Service. The Counties have principal

responsibility for the quality of municipal water supplies

through their respective Boa~ds of Water Supply.

Hawaii Water Quality Standards

As the State's designated water pollution control

agency, the Department of Health administers the Hawaii

Water Quality Standards (Chapter 342, Hawaii Revised

Statutes). Essentially, the Standards is composed of

two parts: (1) a summary of the public hearings held

to determine the uses of, and water quality criteria for,

the waters of the Hawaii region and (2) an implementation

plan to achieve the desired water quality.

The regulatory aspects of the above Standards are

embodied in the State Department of Health's Public Health

Regulations. The portion of the Public Health Regulations

that has significance to this discussion is Chapter 37A,

which classifies the various uses of State waters,

delineates water areas where the uses would apply,

establishes water quality criteria, and provides for the

establishment of "zones of mixing" for controlled effluent

disposal. The Standards cover surface and coastal waters:

it does not apply to ground waters.
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All fresh waters of the State are presently classi­

fied in accordance with the uses to be protected, as

follows:

- Class 1 waters: Drinking-water supply food

processing, the support and propagation of aquatic

life, and compatible recreation.

- Class 2 waters: Bathing, swimming, compatible

recreation, support and propagation of aquatic

life, and industrial and agricultural water supply.

Water quality criteria applicable to the foregoing

classes of freshwater consist of two types of standards:

(1) a basic set of Standards that state that all waters

should be free of substances attributable to discharge

or wastes that settle; float; cuase objectionable color,

odor, taste, or turbidity; are toxic to humans and aquatic

organisms, or produce undesirable aquatic life and

(2) specific standards which are applicable to particular

water areas. The basic standards, because they are

subjective, are somewhat difficult to interpret, particu­

larly as design criteria. The specific standards concern

themselves to a limited set of water quality parameters.

Insofar as freshwater for municipal uses is concerned

(Class 1 waters) the specific standards shown in the

accompanying table apply.
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(

Parameter

Table 1. CLASS 1 WATER QUALITY STANDARDS, State of Hawaii

Standard

(

1. Coliform Bacteria

2. Fecal Coliforms

3. PH

The median coliform bacteria shall not exceed 1000 per 100 ml, nor
shall more than 10% of the samples exceed 2,400 per 100 rnl during
any 30·d~y period.

Fecal co11f~rm content shall not exceed an arithmetic average of
200 per 100 ml duri~g any 30-day period nor shall more than 10% of
the samples exceed 400 per 100 ml in the same time period. For such
portion of Class 1 waters from which water is withdrawn for distri­
hution for drinking ~3ter or food processing following simple chlor­
ination, the fecal coliform content shall not exceed an arithmetic
average of 20 per 100 ml during any calendar month.

Not more than ~ unit difference from natural conditions but not
lower than 7.0 nor higher than 8.5 from other than natural causes.

4. Nutrient Materials Total phosphorus, not greater than 0.20 mg/l; except not greater
than O.051ng/l for waters entering lakes or reservoirs.

5. Dissolved Oxygen

6. Te.&'1'.pera ture

7. r:z:'urbidity

8. Radionuclides

Not less than 6.0 rng/l.

Temperature of receiving waters shall not change more than 1~5°
from natural conditions.

Secchi disc or secchi disc equivalent as "extinction coefficient"
determinations shall not be al tered from natural condi t.ions more
than 5%.

Concentrations of radioactive materials shall not exceed m~n1mum

concentrations ~lhich are feasible to achieve. In no case shall
such material exceed the limits established in the 1962 Pu~lic

Health Service Drinking tvater Standards (or later amendnents) or ·
l/30th of th~ MPCw values given for continuous occupational expo­
sure in the National Bureau of Standards Handbook No. 69. The
concentrations in ,.\1ater shall not result in accumulation of radio- •
activity in plants or animals that result in a hazard to humans or
harm to aquatic life.



The Safe Drinking Water Act (PL 93-523)

This Federal Act, signed by the President on

December, 1974, is the first Act dealing in depth with

providing safe drinking water for public use. The

Environmental Protection Agency is charged with the

responsibility of administering the new environmental

legislation, and has just publishea (March 14, 1975) a

set of proposed interim primarx drinking water standards

as required by the Act and is asking for' comments. After

consideration of all comments, the interim standards will

be issued in mid-June. These Standards will then take

effect 18 months later. Also, the schedule calls for

the development of proposed national secondary regulations

by September, 1975.

Chief benefits of the Act will be the establishment

of regulations on what constitutes safe water, research

into water quality problems, and new water treatment

methods. The Act contemplates that the States, rather

than the Federal government, will have primary responsi­

bilities for carrying out the purposes of the legislation.

But, a principal concern of EPA in determining the scope,

stringency, and timing of the proposed standards is the

burden they will impose and its implications for the

workability of the standards. The proposed standards

are based largely in the above-discussed 1962 Public

168



Health Service Drinking Water Standards and EPA's review

of this Standards in Sept. 1973.

The impact of this new legislation on public water

systems will be significant. For one thing, it will

bring the present municipal water systems under State

surveillance, and may require costly improvements in some

of the smaller systems to assure a higher quality of water.

Hawaii's basic program on domestic water quality surveil­

lance, administered by the State Department of Health in

cooperation with the county water agencies, won't change

because public water supplies already undergo routine

laboratory analyses for bacteriological and chemical

quality. The more complex tests are done less regularly

because of the State's lack of laboratory facilities, but

will need to be done on a larger scale and more frequently

under the new Federal Act. Research grants would be

provided by the Federal government to study methods to

produce safer water.

Further, the new Act requires more public involve­

ment in cases where quality of drinking water is in

question. Public hearings will be required and consumers

must be notified about system failures to meet standards.

Hawaii does not now levy fines for the dispensing of poor

quality water by the public systems, but the new law will

provide for stiff penalties of up to $5,000 a day for
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,ROPOSED RULES

NATIONAL INTERIM PRIMARY DR!NKING WATER STANDARDS

sec.
14-1.1
141.2
141.3
141.11

Appl1cab1l1ty.
Definitions.
Coverage.
MaxImum contaminant levels tor in-­

organic chemicals.
141.12 ML\xtmum contamtnant levels for or­

ganlc chemicals.
141.13 MaxL."num contaminant levels tor

pestIcides
141.1. Max1mum contam.1nant levels tor

~urbidlty.

141.15 Maximum microbiological contami­
nant levels.

141.16 Substitution of residual chlorine
mp.a!mrt'ment for total ~ol1torm

measurement.
141.21 l\Ucrohlological cOlltammant sam­

t.>l~n~ and donalytlcal requIrement:'.
141.22 Turbld:ty samp~lng and analytical

rp.q~..arements.
141.23 Inorganic chemical sampling and

analytical reqUirements.
141.24 Pesttclde and organ:c chemlca}~~nm-

pl1ng and analytical requ1rements.
141.27 Laboratorv certification.
141.31 Reporting" reqUirements.
l-a:1.32 Publ1c notIfication ot variances. ex­

emptions ana nOll-compl1ance with
standards.

141.41 Slt~n6 requirements.
141.51 Effective date.

AUTHORITY: sees. 1412. 1414. 1.15" 1450 or
Pub. L. 93-523.

§ 1....1.1 :\pplit"ahili.y.

This subpart sets forth the interim pri­
mary drinking water standards requlred
by sectIOn 1412 of the Safe Drinking
Water Act (Pub. L. 93-523) .

§ 141.2 Dt"tinition!l'"

As used in this subpart the term:
(a) teAct" means the ·Safe Drinking

Water Act, Pub. L. 93-523.
tb) "Community water system" means

ae public wa ter systeln which serves a
population of which 70 percent or lSreater
arc residen ts.

(c) "Contaminant" means any physi­
cal. chelnical, biological. or radlologica.l
substance or matter in water.

td) "Maximum contaminant lever'
means th~ maxunum permissible level of
n contanlUlant In water which IS deliv­
ered to the free ftowing outlet of the
ultimate user of a public water system.

(e) "Person" nleans an individual, cor­
poration. company. association. pn.rtner­
ship. State. municipality. or Federal
agency.

ttl "Public water system" means a. .,ys­
tem for the provision to the public of
piPed water for human ('onSUluptlOIl. if
iuch system has at least fHtet'll service
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connections or regularly serves an aver­
age of at least t\,,·enty ... fi\'~ indinduals
daily at least three months out ot" the
year. Such term include~ «1) a.llY l'oll~c­

tion. treatment. storu~e. and dl~tnbut\on

facilities under cont.4 cl \)1' tht.' l)p~rator

of sucli system and used pl"unanly in
connection with such ~y~t~ln, and (2)
any collection or pretreatrnent :;tora~(Il

facilities not under such control which
are used primarily 111 c:onnectwn with
such system.

(g I "State" mean5 the ageney 01' the
State government which ha,:-; JUrtsc!icllOn
over public water system~. DUnl'lg any
period when a State does not have pri­
mary enforcement respOnsIbIhty. the
term 'State' me~ns the Regional Ad­
ministrator. Envlronmental Pro~l·CtlOn

Agency.
(h' "Supplier of water" menns :lny

person who owns or operates a public
water system.

§ 14·1.3 C:()v(·ra~,..

The interim primary drinkin~ \i,·ater
standards under this subpart ~hall :1 pply
to each DubUc wa.ter sYstern Iii a State,
except that such standards ~h~.. ll nut ap­
ply to a public water Systcnl Whleh-

I a) Consists only of distribution a.nd
storage facilities tand does not helve any
collection and treatment facilitlCS) ;

(b) Obt:.ains all of its water from. but
is not owned or operated by. a public
water system to which such re"ulations
apply;

(C) Does not sell water to any person;
and

id' Is not a carrier which conveys pas­
sengers in interstate commerce.
§ 1101.11 Mal{inlUm .·ontaminan. 1.·_,.-1,.

for inor.unit" .·h.,ntj~ul~.

<a) The followillSl are the m~~ximum

contaminant levels for illor~anic chern­
icals:

Let)(!l
Contnrnlnant: (mg/I)

Arsenlc . .4 __ • • _.. 0.05
Bartum ... 4. • _ . 1.
Cadmium 4_4_4_4 • • _ 0.010
Chromtum _4_4 ._4 __ _ o. O~
Cya.nide . _ _ 4 4. • _ _ O. 2
Lead __ . . _ _. . 4 _ _ _ _ _ O. 05
Mercury _. __ ._. 4. •. 0.002
Nitrate (a9 N) •.•• 4 __ • __ 4_4-_4 10.
&'lenilim . . _. • __ 4 _ • _ 4 _ • _ • _ • O. 0 I
.!lither ._._. _.. 4 ._ • _ 0.05

(b> \Vhen the annual averaue of the
maximum da.ily air tempcraturc~ for ~he

loca.tion in which the publ w water sys-
tern is situated 15 the lollov.. uu.~, the cor-
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§ 141.21. When the suppl1fr of water ex­
ercises the option prOVIded by this para­
graph tb) he shall maintaIn no less than
0.3 nlgj1 free chlorine In the public ""ater
distribution system. ~teasur('ment.s shall
be ma.de in accordance with "Standard
Methods;' 13th Ed., pp 129-132.

§ 1~1.21 'ficrohiolo~i('ul ("ontan,inanl
t'ampHng and allal~lj~al noquire­
nlcnls.

\a) The supplier of water ~hall rnake
coliform density measurelnents, lor the
purpose of determining compllance with
§ 141.13. in accordance wlth the analytl­
cal recommendations :-Jet forth in
"Standard Met,ods for the Exanllnauon
of Water and Wastewater," American
Pubhc Health AssociatlOll. 13th Edition.
PP 662-688. except that only a 100 nulli­
liter sample size shall be employed in
the membrane filter technique. The
samples shall be taken at pOInts WhICh
arf representative 01 the conditions
within the distribution system.

\ b I The supplier of water shall take
coliform densit)· samp!e~ at regular in­
tervals throughout the nlonth, a.nd "n
number propc·rtlonate to the population
served by the public water system. In no
event shall the frequency be less than a,.,

set forth below:
Minimum number or

Po-pu[atton served: samples per month
23 to 2,500 _

2.501 to 3.300 -__ :3
3.301 to 4.100_______________________ _ "

4,101 to 4.~OO------------------------ 54.301 to 5.800 .. 6

5.801 to 6,700________________________ 7
6,701 to 7,600________________________ 8
7,601 to 8,500_______________________ _ 9
8.501 to 9,400 --- 10
9,401 to 10,300_______________________ 11
10,301 to 11,100 -__ 12
11,101 to 12,000______________________ 13
12,001 to 12.900 - -_ _ 14
12,901 to 13,700______________________ 16
13,701 to 14,600______________________ 16
14.601 to 15,500 -____________ 17
15.501 to 16,300______________________ 18
16,301 t,o 17,200_____________________ _ 19
17.201 to 18,100_________ _ _ 20
18.101 to 18.900______________________ 21
!8.901 tv 19,800 ~2

19.801 to 20.700 .____ 23
20.701 to 21.500_________ __ 24
21.5()1 to 22.300 25
22,JOl to 23.200 .____ 26
Z3.201 to 24.000 27
24.001 to 24.900 28
24.90] to 25.000 • 29
25,001 to ~8.000 • 30
28,001 to 33.000 35
33,001 to 37.000 . __ . _ 40
37.001 to 41,000 45
41.001 to 46.000 . .____ _ 50
46.0Ul to 50.0uO 55
~O.O(}l to 54.000 •• ._ 60
54.001 to 59.000 65
59.U01 to 64.000 70
64.001 to 70.000 . _. 75
';0.001 to 76.000 80
76.001 to 83.000 ij5
83.001 to 90.000 • 90
90.001 to 96.000 95
96.001 to 111.000 - . 100

111.001 to 130.00\> 110
130.001 to 160.000 120
11)0.001 to ]90000 • • • __ 130
190.001 to 220.000 . . _ 140
220,001 to 250,000 ISO
250.001 to 290.000 160
290.001 to 320,000 170

(a) The supplier of water may, with
the approval of the state, substitute the
use of chlorine residual monitoring for
not more than 75 percent of the samples
required to be te:'lken by § 141.21<b), pro­
vided that the supplier of water takes
chlorine residual samples at paints which
are representative of the conditions
within the distribution system at the
frequency of at least four for each sub­
stituted microbiolo~ical sample. There
shall be at least daily determinations of
chloI1ne residual. Measurements shall be
made in accordance \\ith '"Standard
~lethods:' 13th Ed.. pp 129-132. When
the supplier of water exercises the op­
tion provided in this paragraph I a). he
shall maintain no less than 0.2 ml;/l free
chlorine in the public water distribution
system.

.. b) For public water systems serving
4900 or fewer persons. the supplier may.
with the approval of the State, make a
total substitution of chlorine residual
lneasurement for the samples required to
be taken by § 141.21(b>: Pro'l.'ided, That
the supplier of water takes chlorine re­
sidual samples at points which are reore­
sentative of the conditions within' the
distribution system at the rate of one
per day for each microbiological sample
required to be taken per month Wlder

Level (mBll)(C")Temperature
(in }'O)

§ 1"1.15 ~Iaxin,un, Inkrobiolo~i~:l1con­
tunlinllllll.."n"I-.

(al The suppUer of water ma.v em­
ploy one of two methods to determine
compl1ance With the coliform ma.:<iJnum
contaminant levels.

§ 141.14 Maxinulln contaminant I~vel

ur turbidity.

The maximum contanlinant level of
turbidity in the drinkIng water at a rep­
resentative entry pOlnt(S) to the distri­
bution system is one turbidity ur.it (TU),

as determined pursuant to § 141.~2. ex­
cept that five or fewer turbidltv unIts
lnay be allowed if the supplier of water
can dcnlonstrate to the State that the
higher turbidity does not:

(a) Interfere with disinfection:
t b) Prevent maintenance of an effec­

tive disinfectant agt?nt throug!l(.ut the
distribution system: and

lC) Interfere with microbiological
determinations.

responding concentration of fluoride
shall not be exceeded:

The requirements of this paragraph (bJ
do not apply to public wa ter supplies
serving only educational institutlons.
§ 141.12 ~Iaximunl contaminant le'\cl~

for organic chcnlical:s.

The maximwn contaminant level for
the total concentration of organic chem­
icals. as determined by the carbon chlo­
roform extract method set forth in
§ 141.24(b). is 0.7 ma-/!.

§ 141.13 Mux.imum contaminant l~~'el!

for pt'l'Iticides.

The following are the maximum con­
taminant levels for pesticides:
(a) Chlorinated Hydrocarbons :

Level mgll

Chlordane (cts and trans) 0.2.4.5.-
6.7.8.8 - Octa.chloro - 33o,4.5,7a­
tetra.hydro-~.7-methllnolndall. _ 0.003

Endrln (1.2,3.4.10.10 - HexR.chloro-
6,7 - e pox y - 1.4-,480.5.6.7.8.830­
octahydro-l.4-endo. e 11 d 0-5.8­
dlmethano n80ph tho.le~1t~ I _ __ _ _ _ _ O. 0002

Heptachlor (1.4.5.6.7JU.i-H e p t u-
chloro-aa..4.7.7a-tetrah}<lro -l.7-
methanolndenel __ .. • 0.0001

Heptoehlor Epoxtde (1,4.5.0.7.3.8­
Hepta.chloro - 2.3-epoxy-3a.4.7.7a.­
tetrabydro-4,7-methanolndan) _ 0.0001

L 1 n dan e (l,2,3.4.5,6-Hexachloro-
cyclohexane, gamma isomer) ____ O. 004

Methoxychlor (1.1.1-Trlchloro-2.2-
bta (p-mtttho:<Jphen~'ll etha.ne) _ O. 1

Toxaphene (0, H,,,Cl..-Technlcal
chlorinated camphene. 67-69r:cchlorine) 0.005

<b) Chlorophenoxys:
2,4-0 (2.4-Dtchlorophenoxyacetlc

acid) 0.1

:l,4,5-TP SUvex (2,4-.S-Tr1chloro-
phcnoxyproplontc acid) 0.01

<I) When the supplier of water em­
ploys the membrane filter technique
PlUsuant to § 141.2ICa) the coliform
densities shall not exceed one per 100
milliliters as the arithmetic mean of all
samples examined per month; and either

50.0 to 63.;•....... _. 10.0 to 1;,).0........ 2.. (1) Four per 100 rrnlliliters in more
~:~ ~~ =:~: :~ ~ ~:: ~ ~ ~~:~ ~~ ~~:t··:: ~ ~: ~. ~ than one standard sample when less
1i3.!J to70.tL._ 17.7 to ~l.·L.. •.. 1.8 than 20 are examined per month: or
';'0.7 to 79.2 ••.. ,._ .. 21.5 to .:6.2..... 1.6 <ii) Four per 100 milliliters in more
iY.3toUO.5 ...••. -.. 2tUto32.$ ..~-.:.:.._.__.. ~ than five percent of the standard sam-

ples when 20 or more are exa.mined per
month.

(2) (1) When the supplier of water em­
ploys the fermentation tube method and
10 milliliter standard portions pursuant
to § 141.21. coliforms shall not be pres­
ent in more than 1'0 percent of the por­
tiOlla<; in an~· month; and either

(A) Three or more pOrtions in one
sample when less than 20 samples are
examined per month: or

(B) Three or more portions In r4'lOre
than five percent of the samples if 20 or
more samples are examined per month.

<it) \Vhen the supplier of water em­
ploys the fennentation tube method and
100 milliliter standard portions pursu­
ant to § 141.21 (a) collforms shall not be
present in more than 60 percent of the
portions in any month: and either

(A) Five or more portiollac) in more
than one sample when less than five
samples are eXamined: o~

(B) Five or more portions in more
than 20 percent of the samples when
five samples or more are examined.

(b) The supplier of water shall pro­
vide wa.ter in which there shall be no
greater than 500 organisms per one mil­
lUiter as determined by the stanclard
bacterial plate count provided in
§ 141.21 (f> . .

§ 14.1.16 Subslitution of re~idual chlo­
rine measur~ment for total coliform
measurement.
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Minimum number 0/
PopultJtion 3erved: lamples per month.

320.001 to 360.000 180
360.001 to 410.000 - 190
410.001 to 450,000_ ...... 200
450.001 to 500.000 .. 210
500.001 to 550.000_ .. 220
550,001 to 600.000 230
600.001 to 660.000 240
660,001 to 720.000_ .. 250
720.001 to 780.000 260
780.000 to 840.000 270
P.40.001 to 910,000 280
SnO,OOl to 970.000 290
g70,OOl to 1,050.000 300

1,050,001 to 1.140.000 .... 310
.1,140,001 to 1,230.000 - 320
1,230,001 to 1.320,000 330
1,320,001 to 1,420,000 .. 340
1,420,001 to 1.520.000 350
1,520.001 to 1.630.000 .. 360
1,630,001 to 1.730,000 .. __ 370
1,730,001 to 1,850,000 .. __ 380
1,850,001 to 1.970.000 390
1,970,001 to 2.060.000 400
2.060,001 to 2.270.000 -- 410
2,270.001 to 2.510.000 420
2.510.001 to 2.750,000 __ .. 430
2,750,001 to 3.020.000 440
3,020.001 to 3.320,000 __ . .. 450
3,320.001 to 3.620.000 ---------- 460
3.620,001 to 3.960,000 470
3,960,001 to 4,310,000 480
4.310,001 to 4.690,000 .: 490
~.690,OOO 500

(C) (1) When the coliform colonies in a
single standard sample exceed four per
100 milliliters (§ 141.15(u) (1»), daily
samples shall be collected and examined
from the same saInpling point until the
results obtained from at least two con­
secutive samples show less than one coli­
form per 100 milliliters.

(2) When organisms of the collfonn
group occur in three or more 10 Inl por­
tions of a single standard sample
(I 141.15<a) (2) (i) ), daily samples shall
be collected and exalnined from the same
sampling point until the results obtained
from at least two consecutive samples
show no positive tubes.

(3) When organisms of the coliform
group occur in all five of the 100 rol por­
tions of a single standard sample
(§ 141.15(a) (2) lii», daily samples shall
be collected and examined from the same
sampling point until the resuits obtained
from at least two consecutive samples
show no positive tubes.

(4) The location at which the check
sample was taken pursuant to para­
graphs <c) (1), (2) or (3) of this section
must not be eliminated from future sam­
pling because of a history of questionable
water quality. Check samples shall not be
included in calculatin~ the total number
of samples taken each month to deter­
mine compliance with § 141.15.

(d) When a particular sampling point
has been confinned, by the first cht~k

sample exantined as directed 1n para­
graphs (c) (1), (2), or (3) of this sec­
tion, to be in non-compliance with the
maxinlum contaminant levels set forth
in 1141.15. the supplier of wa.ter shall
noWy the Sta.te as prescribed in § 141.31.

(e) Wht-n the maximum contaminant
levels set forth in paragraphs <So) (1) or
(2) of 1141.15 are exceeded as confinncd
by check samples taken pursuant to par­
qra,phs (c) <1), (2). or (3) of this sec-
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tion, the ~upplier of wa.ter shall repOrt
as directed in § 141.32<8,).

(f) When a particular sampling point
has been shown to be in non-compliance
with the requirements of § 141.16, water
from that loca.tion shall be retested
within one hour. If the non-compliance
is conftnned, the State shall be notIDfd
as prescribed 1n § 141.31. Also, if the
non-compliance is confirmed. a sample
for colifonn analysis must be inunedi­
ately collected from that sampling point
and the results of such analysis reported
to the State.

<g) Sta.ndard bacteria plate count
samples shall be analyzed in accordance
with the recommendation set forth in
"Standard Methods for the E~anunation

of Water a...'1d Wastewa.te1', .. American
Public Health Association, 14th Edition,
pp 660-662. Samples taken for the pur...
pose of piate count analysis shall be col­
lected at points which are representatlve
of conditions within the distribut.ion sys­
tem at a frequency a.t least equal t'\'1 10
percent of the frequency for col1fonn an­
alysis as directed in paragraph (b, of
this section with the exception that at
least one sample shall be collected and
analyzed monthly.
§ 141.22 Turbidity 8ampling and ana­

lytical requirements.

(a) samples shall be taken at a repre­
sentative entry point( s) to the water
distribution system at least once per
day (at least once per month for sup­
plies using water obtained from und~r­

ground sources) for the purpose oi mak­
ing turbidity measurements to determine
compliance with § 141.14. The measure­
ment shall be made in accordance
with the rec·omnlendations set forth in
"Standard Methods tor the Examination
of Water and Wastewater," Amelican
Public Health Association, 13th Edition,
pp. 350-353 \Nephelometnc ~rethod).

(b) In the event that such measure­
ment indicates that the maximunl allow­
able limit has been exceeded. the sam­
pling and measurement shall be repeated
within one hour. The results of the two
measurements shall be averaged. and if
the average confirms that the maxirnum
allowable limit has been exceeded. this
average shall be reported as directed in
§ 141.31. If the monthly average of aU
sanlples exceeds the ~aximum allowable
limit. this fact shall be reported as dl­
reeted in § 141.32 i a).

(c) The requirements of this § 141.22
shall not apply to public water systems
other than community w~ter systems
which use water obtained from under­
ground sources.
§ 14.1.23 Inorf:anic chemieal sanlplin_

and anal,·tic:al requirenwnh;.

• (a.) (1) To es~abl1sh an initial record
of water Quality, a.n analysis of sub­
stances for the purpose of determining
compliance WIth ~ 141.111 shall be com­
pleted for all community water systenls
utilizi:1g surface Vw'ater sources Wlthin
one year following the effective date of
this subpart. This analysis shall be re­
peated at yearly intervals.

\2) An analysis for communtiy water
systems utilizing ground water sources
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shall be completed within two years fol­
lowing the effective date of 'this subpart.
This ana.lysis shall be repeated at three­
year intervals.

,3) Analyses for publlc water systems
other than community water systems,
whether supplied by surface or ground
water sources, shall be completed within
six years !ollO\VIng the effective date of
this subpart. These analyses shall be re­
pea ted at five-year intervals.

(b) U the supplier of water determines
or has been int'onned by the State that
the level of any contaminant is 7;) per­
cent or more of the maximum contanl­
inant level, he shall analyze (or the
presence a.nd Quantity of that contami­
nant at least once per month following
the inItIal analysis or information. If,
after conducting monthly testIng for a
period of at least one year. the supplier
of water demonstrates to the satisfaction
of the State that the level of such con ..
tamillallt is stable and dUf\ to a natural
condition of the water source, he may re­
duce the frequency of analYsis tor that
contamInant consistent with the require­
ments of paragraph (a) ot' this section.

\c) Ii the supplier of water determines
or has been informed by the State that
the level of any contaminant listed in
~ 141.11 exceeds the maX:lmum contam­
inant level for the subs~'\nce, he shall
confinn such determination or informa­
tJon by repeating the analYSIS within 24
hours follOWing the initial analysis or 1n­
formation, and then at least at w~kly

intervals durin~ the period of time the
maxlffium contaminant level for that
substance ha.~ been exceeded, or until a
monitoring ~chedule as a condition to a
variance. excluption or enforcerncnt ac­
tion shall become eft'ective. The result.s of
such repetitive testmg shall be averaged
and reported as prescribed in paragraph
(d) of this section.

<d) To judge the compliance of a pub­
lic water system Vtith the maximum con­
taminant levels listed in ~ 141.11, aver­
ages of data. shall be u~ed and shall be
rounded to the same number of si:mifi­
cant flE4ures as the maxinlum contam­
inant level for the substance in Question.
Each avera~e shall be ca.lculated 011 a
past 12-month moving aVflrage baSIS if
less than twelve samp1es per year are
analyzed, and on a past three filonth
movin~ average basis if twelve or more
samples per year are analyzed. In cases
where the maximum contaminant level
has been exceeded in any one ~anlple, th~

aver~e concentration shall be calcu­
lated on a. one-month moving average
basis and reported pursuant to ~ 141.31.
If the mea.n of the samples comprlsin~

the one month moving average exceeds
the maximum contaminant level, the
supplier of water shall give public notice
pursuant to ~ 141.32(a).

(e) The provisions of paragraphs (c)

and (d) of this section notwithstanding,
compliance WIth the maXImum contami­
nant level for nitrate shall be deter­
mined on the basis of indIVIdual analyse:,;
rather than by averages. When a level
exceedinR the maXlmwn contamUlarlt
level for nitrate is found. the analyses
shall be repeated within 24 hours, and if
the Olean of the two analyses exceeds the



maximwn contaminant level. the sup­
plier of water shall report his findings
pursuant to I§ 141.31 and 141.32(a).

(f) Anab·ses conducted to determine
compliance with § 141.11 shall be m::ide
in accordance with the followlng meth­
ods:

(1) Arsenic-Atomic Absorption ~teth­

00, UMethods for Chemlcal Analysis of
Water and \Vastes:' pp" 95-96. Environ­
mental Protection A~ency" Office of
Technology Transfer. \Vashington, D.C.
20460, 1974.

(2) Barium-Atomic Absorption Meth­
od, "Standard l\Iethods for the Exam­
ination of Water and \Vastewater," 13th
Edition, pp. 210-215. or "~Iethods for
Chemical Analysis of Water and \oVa.stes."
pp. 97-98, Environmental Protection
Agency, Office of Technolog-y Transfer,
Washington, D.C. 20460, 1974.

<3> Cadmium-Atonllc Absorption
Method. "Standard Methods for the Ex­
amination of \Vater and Wastewater,"
13th Edition, pp. 210-215. or ..~tethods
tor Chemical Analysis of Water and
Wastes," pp. 101-103. Environmental
Protection Agency, Office of Technology
Transfer, Washington. D.C. 20460. 1974.

(4) Chromium-Atomic Absorption
Method. "Standard Methods for the Ex­
amination of water and Wastewater,"
13th Edition, pp. 210-215. or "Methods
for Chemical Analysis of Water and
Wastes," pp. 105-106, Environmental
Protection Agency, Office of Technology
Transfer, Washington, D.C. 20460. 1974.

(5) 'Cranide-Titration or Colorimet­
ric Methods. "Methods for Chemical
Analysis of Water and Wastes," pp. 40­
48, Environnlental Protection Agency.
Office of Technology Transfer, Wash­
Ington, D.C. 20460. 1974.

(8) Lead-Atomic AblOrption Method,
"Standards Methods for the Examina­
tion of Water and Wastewater," 13th
Edition, pp. 210-215, or "l\1ethods for
Chemical Analysis of Water and
Wastes," pp. 112-113, F.J1vironmental
Protection Agency. Otnce of Technology
Transfer, Washington, D.C. 20460, 1974.

(7) Mercury-Flan1eless Atomic Ab­
sorption Method, "~!ethods for Chemical
Analysis of Water and Wastes," pp. 118­
126, Environmental Protection Agency,
Oftice of Technolo~yTransfer, Washing­
ton, D.C. 20460, 1974.

(8) Nitrate-Brucine Colorimetric
Method, "Standard Methods for the Ex­
amination of Water and '\Vastewater."
13th Edition, pp. 461-454. or Cadmium
Reduction:~Iethod,"l\1ethods for Chemi­
cal Analysis of \Vater and Wastes," pp.
201-206, Environmental Protection
Agency. Office of Technology Transfer.
Washington, D.C. 20460,1974.

(9) Selenium-Atomic .o\bsorption
Method. "Methods for Chemic'al '\nalysis
of Water and \Vastes," p. 145, Environ­
mental Protection Agency, Office of
Technology Transfer, 'Vashington. D.C.
20460, 1974.

(10) SHver-Atomic Absorption ~Ieth­

ad, "Standard Methods for the Examina­
tion of Water and Wastewater." l~th

Edition. pp. 210-215, or "Methods for
Chemical Analysis of \Vater and
Wastes," p. 146, Envirorunental Protec-
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tion Agency, Oftlce of Technology Trans­
fer, Washington. D.C. 20460, 1974.

(11) Fluoride-Electrode ~Iethod,

"Standard Methods for the Examination
of Water and Wastewater," 13th EdItion.
pp. 172-174. or ·'Methods for Chemical
Analysis of Water and Wastes," pp. 65­
67, En\ironmental Protection Ag~ncy

Otnce at Technology Transfer, Washing­
ton, D.C. 20460, 1974, or Colorimetric
Method with Preliminary Dlstilla tlOn,
"Standard Methods for the Examination
(If W'ater and Wastewater," 13th Edition.
pp. 171-172 and 174-176, or "Methods for
Chemical Analysis of Water and
Wastes. " pp. 59-60, EnVironmental Pro­
tection Agency, Office of Technology
Transfer, Washington. D.C. 20460. 1974.

§ 141.24 Pesticide and or~anic dlcrn-
icaJ" sampling and analytical rt'quirc­
ments.

(a) t 1) To establish an initial rec'lrd of
water Cf.uality, an analysis of substances
for th~ purpose of determining compli­
ance with § ~ 141.12 and 141.13 shall be
completed for all community water sys­
tems utilizing surface water sources
within one year following the effective
date of this subpart. This analysis shall
be i·epeated at yearly intervals.

(2) An analysis for community water
systems utilizing groWld water sources
shall be completed within two years fol­
lowing the effective date of this subpart.
This analysis shall be repeated at three­
year intervals.

(3) Analyses for public wa.ter systems
other than community water systems,
whether supplied by surtace or ground
water sources. shall be completed with­
in six years following the effective date
of this subpart. These analyses shall be
repeated at five-year intervals.

(b> If the supplier of water determines
or has been informed by the State that
the level of any contaminant is 75 per­
cent or nlore of the maximum contami­
nant level, he shall analyze for the pres­
ence and quantity of that contaminant
at least once per month follOWing the
inltial analYSIS or information. If. after
conducting monthly testing for a peri­
od of at least one year, the supplier of
wat-er demonstrates to the satIsfaction
of the State that the level of such con­
taminant is stable and due to a. natura.l
condItion of the water sow·ce. he may re­
duce the frequency of analysis for that
contaminant consistent with the re­
quirements ot" paragraph (a) of this sec­
tion.

(c) If the supplier of water determines
or has been infonned by the State that
the level of contaminants set forth in
§ 141.12 exceeds the maximum contami­
nant level. he ~hall confirm such deter­
mination or information by repeating
the analyses WIthin two weeks follOWing
the initial analysis or iniormation. The
averag(' of the two analyses, if in excess
of the maximum contaminant level,
shall be reported as directed in §§ 141.31
and 141.32(a).

<d) If the supplier of water determines
or has been informed by the State tha.t
the level of any contaminant listed. in
§ 141.13 exceeds the maximum contami-
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nant le\'el for the substance. he sha.1l
confirm such det.ermination or Informa­
tion b~· repeatIng the analysis W'lthU~ ~4

hours follOWing the initial analYSIS or Hl­
formatlOn. and then at least at w~kly

Intervals during the penod oi tlme the
maximum C0.:.1taDUnant level lor that
substance has been exceeded. or unt:l a
monitorIng schedule as a rOn(llLlOn to
variance. exem.ptlon or enforcement a.c­
tion shall become ptTertlve. Tht' res~lts

of such r~pctl!ive tftsting shall 0(> a\·t~:­

aged and reported as prescribed in p..~r~\·
graph Ie) of thIS ~e('ticn.

(e) To Jud(~e the (()mpliance of a pub­
lic water system r;ith th~ rnaximum l\.~n­

tamInar..t levels li~t('d In ~ 141.13. ~\'("'­

ages of data ~hall be used and ~ hall bf
rounded to the sanlC number of s:~::lf.. ·
cant figures as the n~aximuln ('or~t.a:n!­

nant l~vel for the substance In q\le~t.ll)n.

Each a ver~.ge shall be calcul3.tcd t)!.. a.
past 12-month mo\"J.llg H'iCru.ge ta..~i5 ~f

less tha.n t'.l,;f-!ve ~~-unples per year ~~~e

analyzed, (u~d on a past three 111011 t.il
mO\'lnr,- a.ve~age batiis if twci ve or nlorc
samples per year are analyzed. tIl (_,",... es
where the maxmlWD ~ontanlinant It-n'ls
of § 141.13 have been exceeded in any 0~le

sample, the average concentratlon ~Iudl

be calculated on a one-month mO"Hl~

avera~e basis and reported purS'lan~ :0
§ 141.31. If the mean of the satn:lit;>s
(·.omprising the one month nlovulg a. \'er­
age exceeds the maximum contau.illunt
level, the supplier of water ::;hall ri '~'l'

public notice pursuant to § 141.3:! I a. :
(f) Sampling and analyse~ nl.Jde to

determine compliance with § 141.12 ~~hall

be made in accordance witn "An Iln­
proved Method for Det~nninlngOr~ani('~
in Water by Activated Carbon AusoriJ­
tion and Solvent Extraction," Parts 1 and
2, Buelow. et al., Journal of American
Water Works Association, 65: 57, 197
<1973>.

tg) Analyses made to determine co:n­
pliance with § 141.13(a) shall be m~de

in accordance with "Method for Organo­
chlorine Pesticides in IndustrIal Efflu­
ents," MDQARL. EnVIronmental Prote-c­
tion Agency, Cincinnati, Ohio, November
28. 1973.

(h) Analyses made to determine com­
pliance with ~ 141.13(b) shall be con­
ducted in accordance WIth "I'wfethods for
Chlorinated Phenoxy Acid Herblcid~ in
Industrial Effluents," MDQARL. Cincin­
nati. Ohio. November 23, Ufi3.

§ 141.27 Laboralory ~rtificalion.

For the purposes of determining com­
pliance with §§ 141.21 through 141.24,
samples may be considered only if they
have been analyzed by a laboratory ap­
proved by the State: The approval shall
be contingent upon maintenance of
proper laboratory methods and technical
competenct.; and upon the retentIOn for
inspectlOn at reasonable times of ana­
lytical results. Approved latJoratones
shall make periodic reports as requlred
by the State.

§ 14·1.31 Rf'pOrlina r~quirf"m...ntM.

The supplier of water shall report with­
in 40 days follovling a. test, mea!)urement
or analy~is requirea to be made by this



subpart. the results of that test. measure­
ment or analysis: ProvicUd. That the sup­
pl1er of water shall report wltlun 36 hours
the failure to meet any standards Iln­
cludlng failure to comply with" monitor­
ing requirements I set forth in this sub­
part. Reports required to be made by this
t 141.31 shall be communicated to the
State. except that Federal A~encles shall
report to the Regional Administrator.

1141.32 Publit" notification DE var·
iances, (l>xf'mption!l and nonconapli.
antte with standard!'.

(a) The supplier of water shall give
notice to the persons served by the pub­
lic water system of any failure on the
part of the system to comply with the

. requirements (including monitoring re­
quirements) of this subpart. The supplier
of water shall give the notice required by
this 1141.32 not less than once every
three months during the life of the non­
compliance:

(1) By publication on not less than
three consecutive days in a newspaper
or newspapers of general circulation
serving the area served by such public
water system. which newspaper or news­
papers shall be approved by the State.
With respect to the public water sys­
tems operated by Federal Agencies. the
newspapers cited in this paragraph shall
be approved by the Regional Administra­
tor;
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t 2) By furnishing a copy thereof to
the radio and tele\'islon staUon.c; serving
such area as soon as practicable but not
later than 36 hours after confirmation of
the noncompliance with respect to which
the notice is reQwred: and

(3) By Inclusion with the water bills of
the public water system at least once
every three months if the water bills are
issued at least once every three months.
and with every water bill-it they are is­
sued less otten. If water bills are not is..
sued. other means of notification accept­
able to the State may be u.~ed. The notice
required by this § 141.32 shall state at
least that the public water system faUs
to lnonitor. operate the system or pro­
vide- water which meets all the reQuire­
ments of this subpart and shall state with
particularity those requirements for
which there is noncompHance. If a Quan­
titive limitation has been exceeded. the
notice shall state what the Federal or
State limitation is. and at what level ot
performance the water supply system has
been operating.

<b) The suppl!er of water shall give
notice pursuant to the procedures set
forth in paragraph (a) of this section-

(1) When his system has received a
variance under section 1415(a> (1) or
1415 <a) (2) of the Act. and shall continue
the notification process at no less than
three month intervals during the life of
the variance:
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(2) When his system has received an
exemption under section 1,416 and shall
c~ntinue the notification process at no
less than three month intervals during
the life of the exemption: or

(3' When his system has failed to
comply with any scheodule or control
measure prescnbed pursuant t.o a varI­
ance or exemption and shall continue the
notlfication precess at no less than the
three month Intervals during the life ot
the variance and exemption.
§ 141.:t1 Silinc re'quir~mt'nt8.

Before a pers:>n may enter into a
financIal commitment for or inltiate
construction of a new public water sys­
tem or increase the capacity of an eXist·
inK public water system. he shall-

(a) T(I the extent practicable. avoid
loca.ting part or all of the new or ex­
panded facility at a site which:

(1) Is subject to earthquakes, ftoods.
fires or other man-made disasters whIch
could cause breakdown of the public
water system or a portion thereof; and

(2) Is within the floodplain of a 100
year ft:lod;

(b) Notify the State.

§ 141.51 EfTl"Ctive date.

The standards set forth in this sub­
pa.rt shall take effect 18 months after
the date of promulgation.

[J"R Doc.1a-e603 PUec13-13-7S;8:4& .~J



violations of the regulations. Also, a loan program to

assist the needed system upgrading will be instituted

for needy areas.

The proposed interim standards mentioned earlier,

referred to as the National Interim Primary Drinking Water

Standards, is presented below to disclose the nature of

the chemical, physical, and biological limitations govern­

ing the level of water quality which would need to be

attained by the public water systems.

Present Program

In line with the objectives of the recently enacted

Federal Safe Drinking Water Act, the State Department of

Health is presently preparing regulations governing water

to be used for drinking purposes. These regulations would

supplement and reinforce those standards now adopted and

would provide tangible guidelines to the separate sub­

regional counties, which have principal responsibility

for the quality of municipal water supplies and ground­

water resources through their individual boards of water

supply. As currently practiced, state level supervision

over public water supplies incorporates plan review of

proposed systems and their improvements and sanitary

investigation of the water works systems.
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While the Department of Health maintains and

administers a bacteriological sampling program of public

water supplies and although there have been no reported

cases of disease outbreaks, evidence of bacterial contami­

nation of water supply systems do crop up at times,

especially at the smaller communities served by surface

sources. As urbanization increases and lands become more

intensely used, there appears to be some justification

for the mandatory disinfection of all water systems,

rather than just those drawing from a surface water source.

The county water agencies on the outer islands find

it economically difficult to finance improvements to their

many separate water systems to bring them up to present

day standards and to replace deteriorating facilities.

Quite often, surface supplies of water exhibit undesirable

properties as related to taste, odor, and turbidity,

primarily during the rainy seasons. Interpretation of

present statutes permits the continuance in use of such

sources, based on health considerations only, with little

consideration given to aesthetic acceptance. In many

cases, those sources are the only ones available to the

consumer. Where alternative ground-water supplies have

been found, their development and use have supplanted the

traditional, more cheaply developed, surface sources.

Federal and State assistance in constructing water

treatment facilities are looked to as a means to upgrade
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water quality in those areas where surface sources must

be used. Recent examples are the treatment works con­

structed in Waimea on the island of Hawaii and in Kalaheo

on the island of Kauai.

To further public health control of public water

supplies, water managers are now weighing the merits of

establishing a statewide certification program for super­

intendents and operators of public water supply systems.

Training of waterworks operators is needed to enable them

to understand and solve the many varied functions included

in the day-to-day surveillance of a water supply system,

particularly as it relates to water treatment. The

training is especially important where programs are just

being initiated. The proposed fluoridation of the

drinking water supply on the island of Hawaii can be cited

as an example for the need of knowledgeable waterworks

personnel to provide the care and concern such a program

requires.

QUALITY REQUIREMENTS FOR INDUSTRIAL USE

By far the most significant use of water for indus­

trial purposes in the region at present is for cooling-­

by the electrical power generating utilities and by the

sugar processing mills. Here, the prerequisite quality
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characteristics of the water appear to be that it be less

than about 82 0 P in temperature, be relatively fre of oil,

debris, and organisms such as the sulfur and iron bacteria

which tend to form slimes. Sea water amounting to about

860 mgd is currently used for once-through condenser

cooling in the Hawaii region. A lesser quantity of fresh

surface and ground-water--about 130 mgd--is used for the

same purpose.

Because of the varied quality requirements of water

for industrial applications, each industry established

in the islands would have to treat water in accord with

its own needs for process water. The generally excellent

quality of the region's surface and ground waters suggests

that treatment needs would be less than for comparable

industries located in the conterminous United States.

Notably, all waters now developed for public and domestic

purposes are chemically suitable for use without treat­

ment. Also, while an industry would locate its plant

where the local supply can be suited to its particular

process and cooling water requirements, the current

pollution laws would tend to make the siting of the plant

be governed more by the quality of the return water the

plant is permitted to discharge than the quality of the

water at the plant's intake.

Specific quality standards applicable to industrial

water under surrent State regulations are shown in the

accompanying table.
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Parameter

Table 2. CLASS 2 WATER QUALITY STANDARDS, STATE OF HAWAII*

Standard

1. Coliform Bacteria

2. Fecal Coliforms

3. pH

4. Nutrient Materials

5 . Dissolved Oxygen (except
....... from natural causes)
-....J
\.0

6. Temperature

7. Turbidity

8. Radionuclides

The median coliform bacteria shall not exceed 1000 per 100 ml, nor shall more
than 10% of the samples exceed 2,400 per 100 m1 during any 30-day period.

Fecal coliform content shall not exceed an arithmetic average of 200 per 100 ml
during any 3D-day period nor shall more than 10% of the samples exceed
400 per 100 ml in the same time period.

Not less than 6.5 nor higher than 8.5.

Total phosphorus, not greater than 0.20 mg/l: except not greater than 0.05 mg/l
for waters entering lakes or reservoirs.

Not less than 5.0 mg II.

Temperature of receiving waters shall not change more than 1. 5°F from natural
conditions .

Secchi disc or secchi disc equivalent as lI extinction coefficient ll determinations
shall not be altered frorn natural conditions rnore thuD 10%.

Concentrations of radioactive materials shall not exceed minimum concentrations
which are feasible to achieve. In no case shall such material exceed U1e limits
established in the 1962 Public Health Service Drinking Water Standards (or later
amendments) or 1/30th of the ~v1PCW values given for continuous occupational
exposure in the National Bureau of Standards Handbook No. 69. The concentra­
tions in water shall not result in accumulation of radioactivity in plants or animals
that result in a hazard to humans or harm to aquatic life. The concentration of
radioactive materials present in fresh, estuarine, and marine waters shall be
less than those that would require restrictions on the use of organisms harvested
from the area in order to meet the Radiation Protection Guides recommended
by the Federal Radiation Council.

*Includes industrial and agricultural waters I amongst others.



QUALITY REQUIREMENTS FOR AGRICULTURAL USE

The use of water for agriculture in Hawaii is largely

to irrigate growing plants, specifically sugar cane and

to a much lesser extent, vegetable crops. Livestock

water needs are notably less.

Surface water has been extensively developed in the

major islands for the irrigation of sugar cane and no

limitations in quality for plant use of the water have

been encountered. Recent advancements in the methods of

irrigation have, however, focused on certain water

quality parameters affecting the application of irrigation

water. The advent of drip irrigation systems emphasizes

the need for irrigation water that contains little or no

suspended matter such as algae and soil particles which

would tend to clog the orifices employed in the systems.

Conversions to drip irrigation from the traditional furrow

and sprinkler methods are underway at the plantations

where such conversion is feasible, and various filtering

systems are being tried to control the orifice-clogging

problem.

Ground water supplements surface water for sugar

irrigation in those areas where the latter is not availa­

ble. Where such irrigated lands are located at the coastal

low lands where ground water is generally more saline

than that further inland, high salinity of the applied
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water is a problem. In the central isthmus of the island

of Maui, where basal ground water is used for sugarcane

irrigation, the water applied to the crop contains

dissolved-solids ranging up to 1500 rng/l and sometimes

higher.

What factors limit the usefullness of waters used

for agriculture and the concentrations at which their

effects are felt have not been evaluated in detail in

the Hawaii region. Research done elsewhere, however,

provides some information on the more important factors

which define the quality of water acceptable to Hawaii

crops. Data from two such research efforts are cited

herein (Tables 3 and 4) to provide some guidance in

assessing the quality of the island waters for irrigation

use.
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Table 3. TENTATIVE GUIDES FOR EVALUATING
THE QUALITY OF WATER USED FOR IRRIGA~ION**

Threshold (a) Limiting (b)
Item Concentration Concentration

Coliform organisms,
MPN/lOO ml 1000* (c)

Total Dillolved Solids
(TDS) , mg/l 500* 1500*

Elec. conductivity,
micromohs/cm 750* 2250*

HRange of p 7.0-8.5 6.0-9.0

Sodium adsorption ratio
(SAR) 6.0* 15

Residual sodium carbondate
(RSC) , mg/1 1.25* 2.5

Arsenic, rng/l 1.0 5.0

Boron, mg/l 0.5* 2.0

Chloride, mg/1 100* 350

Sulfate, rng/l 200* 1000

Copper, mg/l 0.1* 1.0

(a) Threshold values at which irrigator might become

concerned about water quality and might consider using

additional water for leaching. Below these values

water should be satisfactory for almost all crops and

almost any arable soil.

(b) Limiting values at which the yield of high-value crops

might be reduced drastically, or at which an irrigator

might be forced to less valuable crops.
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(c) Aside from fruits and vegetables which are likely

to be eaten raw, no limits can be specified. For

such crops, the threshold concentration would be

limiting.

* Values not to be exceeded in more than 30 percent of

any 20 consecutive samples, nor in any 3 consecutive

samples. The frequency of sampling should be specified.

** J. E. McKee and H. W. Wolf, "Water Quality Criteria",

2nd Ed. Report to California State Water Quality

Control Board (SWQCB Publ. 3A) 1963.

Discussions have been developing on the use of sewage

effluent for cane irrigation purposes, particularly as

such a venture might apply to the sewage disposal situation

in central Oahu. Studies are now being conducted to deter-

mine whether such a use is feasible, considering, as a

basis, the possibility of exchanging sewage effluent for

fresh surface and ground-waters presently used for irri-

gation. Needed to be addressed are those toxicity problems

that can arise from the use of sewage effluent for irri-

gation, especially the harmful effects on plants and people

of excess nitrates, total dissolved solids, boron, phos-

phates, and the heavy metals, such as arsenic, lead, copper,

etc. The use of sewage effluent could become an important

source of new irrigation water, but little is known at this

time on the quality limits desired and the complications

that can arise from the use of the effluent.
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Table 4. PROPOSED EPA WATER QUALITY CRITERIA FOR AGRICULTURE*

(unit: milligrams/liter)

Substance

Aluminum

Arsenic

Barium

Cadmium

Chlorine

Chromium

Copper

Iron

Lead

Manganese

Mercury

Selenium

Silver

Zinc

pH

Ammonia

Fecal Coliform

Total Coliform

Irrigation Use

5

0.1

0.01

4.5 - 9

1,000/100 ml

Livestock Use

5

0.2

0.05

25

1,000/lOOml

5,000/100 ml

*U.8. Environmental Protection Agency update of 1968

National Technical Ddvisory Committee Report on water

quality criteria, November 1973.
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Quality limitations of water for stockwater

consumption are essentially of the same type as those

relating to quality of drinking water for human consumption.

Hosever, most animals seem to be able to use water con­

siderably poorer in quality than would be considered

satisfactory for human beings (Table 4). The literature

does not contain many references to quality standards

for stockwater supplies. McKee and Wolf (see footnote,

Table 3) considers the maximum concentration of salts

that can be tolerated by domestic animals, without danger

of injury by the osmotic effect of salts, to lie between

15,000 and 16,000 mg/1. A frequent figure seen in the

literature is the upper limit of 10,000 rng/l for livestock.
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GENERALIZED COSTS OF SURFACE AND GROUND WATER DEVELOPMENTS,
BY HYDROGRAPHIC AREAS, HAWAII REGION

The following analysis of development costs for

surface and ground water source facilities in the separate

hydrographic areas provides some background information to

aid in formulating proposals for future water development

programs. The intent is to display certain cost data that

could be used in evaluating future supply alternatives for

those areas where projected water needs would exceed the

capacity of the existing supply facilities.

For surface water development, the potential of new

supplies is measured by the levels of expenditure considered

justifiable, because the impact of increasing costs to

provide additional increments of storage and, in some

cases, treatment works largely determines the extent of

development in an area. The marginal-cost analysis

presented below explores the relationship between the worth

of water and the amount of water developed in the separate

hydrographic areas.

MARGINAL COST ANALYSIS FOR SURFACE WATER DEVELOPMENT

The analyses presented herein show how the potential

amount of uniformly available streamflow in the hydro-
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graphic areas of the State varies with the amount of

storage capacity provided and with the worth of water per

thousand gallons. The basis is that any estimate of

available water supply for comparison with water require-

ments depends on the amount of storage that will be

available to augment the low flow of streams during a

drought.

By using low-flow frequency data of typical streams

in the various hydrographic areas, draft-storage-frequency

curves for total streamflow within the hydrographic areas

can be prepared. These draft-storage curves can be used

to define the storage required for a given draft rate.

Typically, near the point of maximum draft, a large

increase in storage capacity is required for a small

increase in draft. The point on the curve where the

annual cost of an increase in storage capacity would equal

the annual worth of the increased draft is called the

marginal-cost level. This point can be derived through

the following equation, which equates annual worth and

cost of storage.

365 (D) (CD) 1000 = CRF (8) (CS)

where D =
CD =
S =
cs =

draft, in mgd.
worth of water, in dollars per 1000 gal.
storage capacity, in million gallons
cost of storage, in dollars per million

gallons

CRF = capital recovery factor for amortization
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The above can be reduced to the following:

where DiS represents the slope on the draft-storage curve

at an interest rate of 6% and a facility life of 50 years.

The draft-storage curve for Waikoloa Stream in Hydro­

graphic Area V on the island of Hawaii is shown as an

example (see attachment). The assumption here, as with

the other hydrographic-area analyses, is that this

selected typical stream is characteristic of all streams

in that hydrographic area and the marginal cost-level

determined for this stream is applicable to all surface

flows in the hydrographic area. For a storage cost of

$25,000 per million gallons, such as used in the example,

the marginal-cost level for water worth $.20 per 1000 gal.

would be where the slope of the draft-storage relation is

17.3 (10- 8 ) ($25,000/0.20), or 0.0215 as shown by the

dashed line. The marginal-cost level in this example

would be a draft rate equal to 45% of the mean flow, and

the required storage capacity would be 2.3% of the mean

annual runoff. In the same manner, draft rates corres­

ponding to different marginal costs can be obtained. The

analysis shows that as the higher levels of development

are approached, the required storage capacity increases

so much faster than the resulting increase in yield that
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full development could probably never be justified

economically.

Certain generalizations are made in applying the

above analysis to the separate hydrographic areas. One

is that the cost of storage for the hydrographic areas

has been kept at a cornman level. Except in the case for

windward East Molokai and windward Kohala on the island

of Hawaii where the unit cost has been doubled to reflect

construction conditions in those two areas. This simpli­

fication in analysis should be recognized. To the extent

that the better storage sites have already been used, it

is likely that added storage capacity will be progressively

more costly. The unit storage cost used is $25,000 per

million gallons, which cost reflects current costs for

diversion and for lined-storage works in the Kohala

Mountain area in Hawaii.

Another generalization is that the yield from any

hydrographic area is represented by flows at the elevation

of the gaging station of the area's selected typical stream.

The information derived from the analysis is used in

comparing the cost of surface water development with the

cost of ground-water or other alternative source develop­

ment in the separate hydrographic areas. Importantly,

the worth of water is measured at the point of storage,

here assumed to be in the vicinity of the supply source.

Transmission costs, not included in the analysis and in
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many cases expected to be significant, could greatly

affect the relative costs of water obtained from the

alternative sources of supply. The affect of transmission

costs on source cost comparisons will be considered in a

separate analysis. Also, it is to be noted that the

storage-draft curves from which the marginal-cost levels

derived are based on the uniform flow that could be

maintained for 98% of the time were the needed storage

available. This 2% chance of deficiency is reasonably

acceptable for municipal water purposes, but may be

considered somewhat high for irrigation water use. For

the latter, it results in higher costs for water developed

to ensure not running out of water during the drier periods.
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COST OF GROUND-WATER DEVELOPMENT

For ground-water developments, the cost of tapping

the basal aquifer is made to measure the potential, within

the range of supplies recoverable, of ground-water

resources in the hydrographic areas. The following tables

show the generalized cost of developing an increment at

l-mgd supply through typical deep wells drilled at likely

ground-water sites in the separate hydrographic areas. A

basic assumption made is that development costs for addi­

tional supplies would remain at the initial-increment

level, unlike the increasing rates associated with surface

water developments.
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Table 1
GENERALIZED GROUND-WATER DEVELOPMENT COSTS IN HYDROGRAPHIC AREAS, HAWAII REGION

(Based on single deep well of 1.0-mgd capacity)

Hydrographic Well Site Construction Cost (1970 dollars)
Island Area Elevation

Well
Pump Controls

(Ft. ) Pump & Bldg. Total

Hawaii I 300 $ 72,000 $ 22,000 $69,000 $163,000
II 380 04,800 26,000 69,000 179,800
III 700 136,000 32,000 69,000 237,000
IV 650 128,000 31,000 69,000 228,000
V 700 136,000 32,000 69,000 237,000

Average 550 111,400 28,600 69,000 209,000

Maui I 1707 297,100 100,000 69,000 466,100
II 450 96,000 27,000 69,000 192,000
III
IV 620 123,200 32,000 69,000 224,200
V 175 52,000 18,000 69,000 139,000

I-' Average 740 142,000 45,000 69,000 256,000
\.0
\.0

Molokai I
II 45 40,000 15,000 69,000 124,000
III 1000 184,000 40,000 69,000 293,000
IV

Average 520 112,000 27,500 69,000 208,500

Oahu I 45 40,000 15,000 69,000 124,000
II 195 38,900 18,000 69,000 125,900
III 170 51,400 17,500 69,000 137,900
IV 310 74,100 22,000 69,000 165,100
V 290 74,400 18,000 69,000 157,400
VI 540 109,600 30,000 69,000 208,600

Average 260 64,700 20,000 69,000 153,700

Kauai I 200 56,300 18,500 69,000 143,800
II 210 57,900 19,000 69,000 145,900
III 420 91,200 31,000 69,000 191,200
IV 125 43,800 16,000 69,000 128,800
V

Average 240 62,300 21,000 69,000 152,300





o ApPENDIX F

PRELIMII~ARY RESULTS OF WATER SUPPLY

CASE STUDYJ r~u I

(PREPARED BY INTASA FOR

WATER RESOURCES COUNCIL AND HWRRS)





AGE0JOl\.

Pl~m Forrnul.~1.tio!1

Assru:1ptions for D(~\lelopment. I'Jf ~·ICtt.er Supply Plal1s.

Initial Pla.ns, Assusptions, Conclusions.

EQ Plan, A~;sumpti()ns, Conclusion:_~

E\,l"lluation of Alt~rnative Plans

r-lodificu·ci.ons of Plans

In1'pact of Dri.p Irrigation on IJdnd Use

Investigation Program for Drip Irrigation
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ASSUMPTIO~IS FOR D3VELOP~IENT OF ~'lATER SUPPLY PLAN

Location of aggregate water demand and supply

centers.

Estimate of water supply at centers.

Slide 2

Es tiITt2:t t e at cer. -ters in year 2000.

Current \-later use.
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N
o
w

.-.

I·

Lcqcnd

sa Basal Ground~ater

511 High Level Groundwater

5W \l/i'r.. t(~U\ ter Source

SS Stl"cc:unflow Source

DD Domestic Demand

OS Sugar Cano Demand

.., . " Slide 3..

AGGREGATE WATER DE~J\~D .~.ND SUPPLY CENTERS

OF ~1AUl



AGGP~GATE WATER SUPPLY

Slide 4

P:ce'3ent Yield
(i:1 mgd)

P~te::tial Yield
(in mgd)

Lahaina H. Ground.·,ater 21

Lahaina B. GroW1di,.vater 45 67

Lw'1aina Streamflo"vVs 60 60

Lahaina ~4]astewater *

\'lailukll II. Grour;.d~r·;2. ter 10

~lailuku B4 Gr01.1n&/va ter 5 30

'\:-7:l i 11.],kII ~: ~ rc:;:~:~~ ~. )"','/ .3 73 73

~'1ailuku ~laste\'late r *

Central B. GYo1..:nd~·d2t-::;r 117 117

Kihei vlaste"..,at.:::r ..
East £-1aui Strea:nflo?,.,'s 165 165

Big Spring
,
1.0

* \'1.::lstc~.;v..tcr yielc. (;:~uals dornestic use
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AGGREGATE WATER DE~~ND

Sl.id~ 5

Pioneer 11ill

3

102

4

50

J ".

1

2
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CUR.RE~:T vlATER USE

Slida 6

.-_.............-.--........

DE~·:A!~D

Lahaina Pioz;,eer ~·;=.iluku t'lailuku
SUPPLY Domestic l'1ill ~~estic Sugar HC&S Kula Kihei

r....~iAINA

H. Ground\'iater 0

B. Ground~t/ater 2.5 42 44.5

St rc ;l..ra =1 ~Y.'; S .5 59.5 60

~';aste\'iater 0

";:;ILUKU

H. C!'o~r~d~'/dter

B., Cround~oWater 4 1.5 5 .. 5..

Strca.::,flo'..;s " 50 23 73..'- ....

vias LC\'ld. tc::r :\,

0

Central B. Groul'ld\iater 117 117

~ihei l':~5 te~'late!"
0

f':.J.st l':,,"1~l~ S trea..":lflo~s 165 165

dig ~;pl:.tr~J
0

TOTAL DE:':"~ND 3 101.5 4 50 305 1.351 ) 1.5
eo

1) Present source not included in list
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ASSlln"t.ptions for Dem~lnd

ASS1..:u~ptions for Su.pply

In..L tia1 P Jan CO~1~~ic1'~~"""'cJtions

Illust.rati on of Initial Plan
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Sl~de 8

Demand

Do~-esti c demands for 2000 based upon "Water ~laster Plan

£o~ i·!aui" using same valu23 af for 1990.

Techniq~..!e Application R~te

Yield Per Acre
Per Year

1:"ur rO'It~ 20,000 .LO /000 gDcld 6 tons
- I-

Drip 25,00(,) 6,700 gpad 7.25 tons
~.-
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Slide 9

ASS(J!\'lprrI()~~S FOR I~JITIAL PI~Z\N

Present supply: based upon the five USGS preliminary reports.

L3.~.aina addi tiorlal supplles: based on OO~"ALD Report R33

based on t-lajor CravalllO IS

t 1 -[. ~, • -, • I
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CONSID2?..t"\TIO~\lS IN C-iOICE OF Il'JITIAL PLfu~

Not used in plan because ~~certainties in technology.

Lahaina Area.

High level gro1...'L"ld \'later preferred over basal because of

energy Ileeds for bas::.l.

Fresh \',ater preferred o',,"sr salin2 \A/·:J.ter because of pu.:.--nping

requirenlents and qualit~l of saline.

Slide 10

Kula

Agreement bct"..;een cO'.:.nty and ~~~·1I
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I~I'rIAL PLAN FOrt YD"\R 2000

Slidt~ 11

LA.J.L~NA

H. Grour;d~'later

B. Ground:..;ater

Lahaina
Domsstic

12

Pioneer
!-till

15

~'1ailuku

Domestic
t'lailuku

Sugar HC&S Kula Kihei

21*

67*

60

12*

~'7AILUKU

H. Grour.:3.-..;a~er 10*

B. Grot: -. ~~·>13. ter 10 12 30*

S trcCl.:nf Ie',.; 5 42 23 73

";as te\·;ater 10*

Central B ... GroWld~later 57 117

!<ihei l~laste~'la'ter
12*

:~ast. H~ui Strealnflo~"'i5 161 4 165

Big Sprin;
10*

60:
TOTAL DE:·t;ND 12 75 10 42 251 4 12 406"-

• Increased supply over current use
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Lahaina

K:Lhci

LEGEND •

in MGD.to WaterReferAll Numbers

ly CenterO Utilized SUpp ~y Center
· · d SUpp(0 UnutJ.IJ.ze

d Centercr' Deman

r.!ion Line~ansmis~. v~D
t r in l".l:..:J'ttcd Wu e~ Transm~ ,

t'

INITIAL PLAN

Slide 12 .



CO~CLUSIONS OF I~ITIAL PLMi

Major new devel~pments are:

High level ground water in Lahaina.

Basal g~ound water c~~eloprnent in the West Maui

r-lounta~ns

Pi~_,2::"i::-:~~ cO~:tecti~lg -::-:.,~ clbove basal (1evelopfn~~nt to

t112 ::":i:--.ei area.

Slidc~ 13

',--
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Irnpact. of Initial Plan O~ i'!ED l\.ccount.

-~- .... \ ".
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Slide 15

Addi tional ~-:ater aVctilable to increasa sugar cane

Se\7e~cc~1 c~lt~erna.ti"::2 C():1:1,.~~tic:"'~s bet\'leen source and demand

found T.t::>re costly.

Domesti.c ~8::F~nd is i:!.creased by 20 9s o·vel-- the initial plan.

SU~J~:.":. ',>:).~-l;"; irrL92-:_i-x:'" CC._:~._·.,~ i~, i r1cred32d fro:rn the initial

plar. "i.'1 ,='~_ t.'he add.i tj_~J:~ c ,- S: IJ~J~) .n2~.·; acres I all drip irrigated.
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NED PLAN FOR YEAR 2000

Slic1t: 16

Lahaina Pioneer ~'Jailuku Hailuku
SUPPLY

'':'':'''':~_' 1

Domestic 11i11 Domestic. Sugar HC&S Kula Kihei

LAHAINA

H. GroundtY'ater 14 21

B. G:!:oundwater 21 67

Stre arnflO\'lS 60 60

~las te·.'iZi ter
14'-

~'JAILUKiJ

H. G~~ur~d·.',ater 10

B. G::. :" ...~:-~(h·la te.:
f

l:~ 1-1 30

St:re ~:.!::l")~,,/s I 45 28 73

i~ClSt9~J·..~ L.~:c
12~

Central B. GrO"..l1"1di.·later 101 ll'~

Kihei ~':as t-et.vater
14*

East 1·: ~~ ui S trcamflo-:..,S 146 5 165

Big Sp~i,.g 10

TOTIJ.., DEI·11\ND 14 81 12 45 275 5 14

• Increased because of larger domestic use
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(

LEGEND

in MGD.Refer to WaterAll Numbers

el'zed Supply CqnterO
Utl. l. .ntol:

Supply Ce«) Unutilizcd

[J' Dcm~nd Center

• r- ion Line
Trans~1.~S in ~GD

. ttcd H.:ltcr10 frrL1n!:irn~ ,

••

.. ' (~YJ;'\5~NaUi.,-1 116... . .

•
Dig

NED PLAH

'Slide l'



~1ED P!~.N COrTCLLiSIONS

No major developments different from initial plan.

Main difference in allocation of st~plies.

Cll1 tivetted aCrea ej"8 t;li 11 produce 340,000 -tons of St~~J2_r

218
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EQ PLl0~

ID~2ct O~ Initial Plan on EQ Account.

AS3:J.::lptior~s for ~Q PIan.

219

Slide 19



Slide 20

Il·1PACT OF INITIAL PLAl~ O£~ EQ ACCOill~T

~. J ;"-1' ."

.....~ "'_l L-,·.;,rL (if

t'later use ir~efficient vli th furro·.., irrigation on about

50% of sugar cane.

Energy rcqui~e~e~ts for pumping subst~~tial.

,.--;.

Basal groilll:1 \'ie::er supplies reduced by' 15% to reflect effect on

.----.-/ .
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EQ PL.~-;

Slide 21

LAHAINA

H. Gr~und\vater

B. G~oundwater

StreamfloylS

\·:ast,~·"·..ater

Lahai~=.

Domes-:.i=

12

Pio~eer

l·Iill

48

12

~·;ailuJ<.u

Do:::estic
~'lailuku

Sugar HC&S Kula Kihei

21

57

51

12

:'~'AILUK:':

E. C::.··..... · -""."':::-12\~e "':"' 10

D. G :':'. ,~:\.].:~;atcr
25

St~c-: ' "'I ;~ ~~ t'..0 62.. _. ~.1·,·;S ~v

\'fasteNC'.ter 10 " 10

Central B. GroW1c'..la-:er 44 97

Kihei \':35 te\tlater 12 12

East l"::;:,"_~i Strea:nflo",,' S 124 4 12 l~O

Big S:)~i~g
10

~TOTAL DEL·W~D 12 60 10 34 208 4 12 t,J40
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LEGEND

All Numbcrs Refer

O
to \'1nter ·l.n ~1GD

. Utilized So Unutil' upply Center
l.zed Su 1o Dem~d C pp Y Center

enter

-- Transmi ·10 . SS10n Line
Transmitted Water in MGD .

Sl ide 2')



High lev~l g:::-o'...lnd ;·lat.er in Le-.C'.a:'na.

Pipeline co::rl~cting the Eas t ~·~aui di tch systern to th.e

- ... '".:J •

,\
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Cost ASs'l;..~ptions

r·leaSlrre~ent of Impacts

Comparison of Initi.al, NED and EQ Plan

224

Slide 24
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COST ASSU~·1?I'LO~~3

differences.

Cos t 011 sou!"ce cls·.·e lop~r.en t I 'l:rc:ns!Tli ssion 'lnd treatmGn t

of waste.

Energy costs aye calculated based on:

Slic1-e 25

CO,; t': ~,-\.,.:..r

..:. ... ), ..... .. 03

~. :,; '. 1 "';" ~, '-

'1.

Drip i~rig2~ion C8StS are $500/acre.
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Sli(!~ 26

B. Grou:",.'~~·later

Lahaina
Domestic

15/100

Pioneer
Hill

11/100

0/500

0/0

6/200

t'lailu]<u
Domestic

t';ai lu1'~u
Sugar

5/200

HC&S

0/0

Kula Kihei

Cent.ral B. Grou",d\'latcr

~ihei Wa~tewater

'2ig SprJ..r,...;

226

0/200

60/500

0/0 0/200 GOle



Slide 27

J\""19,•..),

---.------ -_... . .- ._._- .._--------------- -----,-.----------

Lah.J.i?1il
JcmC'~ tic;

_- ~.1__ - '-"'-

LAHAINA

H. Ground\vatcr

D. Grounc.hoJutcr

StrcilInflows

Wastewater

\~AILUKU

H. Groundw<.1tcr

B. Ground\o/atcr

Streamflo\olS

Wastewater

Central B. Groundwater

Kihei Wastewater

East Maui·Streamflows

Big Sprinq

---------------"'------_ ..

! !.l

1"1';

l.~luku

. ·'cstl.C

o

Wailuku
Sugar

o

GO

HC&S

o

60

160

o

Kul~

60

Kihei

190

o

CClpital Cost
pcr ~'1GD

Source, Pipeline, Trcal"::~l,,~llt
(Ne'.., l.)(~vclopment) ~l, 000

o + 0 + 300
11

150 + 40
2 + 0

1,000

150 + 500
3

+ 0

o + 0 + 300
4

150 + a + 0

o + 0 + 0

150 + 500
3 + 0

o + 500
3 + 300~

(P-ce~of' ; Value oj" Energy Costs in $1000)
-------r----------1-- .....-. _
1 • :Includes source development and pi.pclin"~.:

2. Based on 36" pipcline ilt $SO/ioot.

o~:- bas ,"1:~_ t)nly i [ larger than 45 mgd.

J. 11l~ludcd only if pipeline J!3 ncc~r:~~~lry to c.:OIlUC<;t Kihei.



..

IN!"rIl~ PLf'':,J

TOTi1L COST $23,540,000

Slide 28

L.lUiAINA

H. Gro'.J~dr,,,ater

B. Croundwater

Strea.'nfto~·'s

.:~ILU:~U

L.J.hain=­
Domestic

360

Pio~~er

l·lill

2,100

o

;·:ailu..<u
Do::testic

~':ailuku

Sugar HC&S Kula

Ca:->~~~!.

:J-~·v~lo:.

Costs
Kihei $1000

3,240

o

Kih~i Wastewater

TOTAL

,

i
I·

228

o

9,800

o

3,420

o 240

o

1,200

13,740



TOTAL COST $30,240,000

Slid0 L)

--~

SUpp~y

H. Ground~'later

B. Groundt.-later

Streamflows

.. :-::-:c

.... :;;

·.. :.. ..:.:.. 3.1 3. Grou.~d;·/a.tcr

I. 2.:: 2.. i r: ;1.

!J,J::-~e 5 tic

~20

Pio:leer
Hill

2,940

o

~1~iluku

Sugar He&S

6,060

Kula

300

Kihei

3,780

o

o

:. ~-,

1,500

229

14,060 16,180



EQ PLAN

Total Cost 33,300,000

Slide 30

•

...-
Lahaina Pioneer Wailuku to:ailuku

SUPPLY Domestic l1ill Domestic Sugar HC&S Kula Kihei

:
LAHAINA

H. Groundwater 360 3,240

8. Groundt.Y'ater 0

strearnflows 0 0

Wast.ewa.ter 720 2,28
J

\'lAILUKO

H. Groundwater . --
B. Ground~'1ater

StreamflO~'lS 0 0 0 3,000

Waste\-latcr 600 . 1,500,
Central B. Ground\oIater 2,640 0

Kihei Wastewater 1,920 6,000

East "r-taui Streamflo\-Is 0 240 0 10,800

Big Spring --.

mTAL 6,480 26,820
-

230



CO:·1P;~?JSO:~ OE' I~·!PACTS

Cost. of Alterne,tive ?l2'~ns in :·:illio:1s 0:: Dollars

:..() - - -

231

11EI) Plrln
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CO~1PARISON OF It·1PACTS

Goods and Services of Alternative Plans

Slide 32

Initial Plan NED Plan EQ Plan

~ 'It " ..

Sugar Produced/Year
in 1,000 Tons ;..:~:" 300 340 326

in Million Dollars 54 61.2 58.7

Total Acres in Cane 45 50 45
1,000 Acres

Domestic Water Supplies MGD 38 45.6 .,. 38

Energy Used for W.S. 23.7 34.0 15.7
Average ~~/Year

232



Water Resource utilization of Alternative Plans

Slide 33

LO\l Flo;'! Avialable in Strefu'TIS

Total Ground ~iater P~-nped !·1GD

Total Streamflow Used 1·1GD

Total ~~astewater Reuse 1·1GD

Initial Plan

No

106

290

o

233

NED Plan

No

162

298

o

EQ Plan

Yes

56

250

34



PROGR&~ FOR IWVESTIGATION OF DP~P IRRIGATION

Steps Needed

Determine status of on-going research.

List alternative research efforts possible from

NED and EQ perspective.

Estimate improved information level and dollars

and time required.

Integrate new effort in agency's program.

234
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PROGPA14 FOR I~~STIGATION OF DRIP IP~IGATION

Illustration of Possible Outputs

Slide

Agency

u.s. Geological Survey

Hawaiian Sugar Planters
Association

u.s. Geological Survey

EPA

Stlldy

Ground water recharge with
furrow irrigation and rate
of recovery ..

Change ir! sugar IJroduction
per acre with drip irrigation
and associated irrigation
needs.

Quality of groUIld \-later wi th
drip and with furrow irriga­
tion.

Effect of drip irrigation on
water pollution in the ocean.

235

Completion

1980

1978

1980

1980



Il1PACT OF IRRIGATION TECHNIQUE ON LAl-1D USE

NED: Fix water used for sugar and vary land

use and sugar production.

EQ: Fix land use for sugar and vary sugar

production and water use.

236'
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